Dear Sir/Madam,
Thank you for requesting oVM.net® Il online demo.
The following pages explain how to login and acddsscom’s KVM.net Il online demo.

We are sure you will enjoy the experience of cdlitig and managing th&kVM.net Il system. The

demo includes different types of KVM switches aRdjateways. It shows how to get access to servers
and network devices by using various Access Sestt@ variety of both hardware and software
external resources)ch as VNC, SSH, RDP, Virtual Machine etc. Yol also find several third

party devices including a PDU and a legacy KVM stjtwhich can be also controlled W&M.net

.

In the demo you will find the following:

KVM.net Il - Centralized access to all your distributed I$ets (KVM, serial, power,
network devices, Access Services™)

Smart 216 IP— multi-user KVM Switch, which provides twgdmultaneous remote and one
local access to 16 servers.

DX System- The DX is a KVM matrix management switch that\pdes out-of-band BIOS
level management for the high-density server ronthdata center.

Smart IP Access Smart IP Access is a rack-mountable IP devicedomote, out-of-band
KVM access to servers and network devices.

SmartRack 116 IP -CombinedKVM IP switch and rack console for total control 1ap16
servers in multiple platforms (PS/2, USB).

PX - Single port, palm-sized device. PX is a high perfance KVM IP gateway providing
complete BIOS level access and control of your aaienpserver, from any location.

If you are interested in walking through tk&M.net Il demo with an expert, please send a mail to
support@minicom.corand we will schedule a presentation with you.

Navigate tchttps://demo.kvm.ndb go to theKVM.net Il online demo
We will email you a user name and password aftarfijin the short form.

Please read the following instructions carefully.



The illustration below shows the Minicom hardwaremtigh which you access the system.
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Logging into the KVM.net Il system

1. Open Internet Explorer version 6.0 or higher.
2. Typehttps://demo.kvm.nednd pres&nter. The following message appears:

5} & gCertiFicate Errar: Mavigation Blocked | |

@ There is a problem with this website's security certificate.

The security certificate presented by this website was issued for a different website's address.

Security certificate problems may indicate an attempt to fool you or intercept any data you
send to the server,

we recommend that you close this webpage and do not continue to this website.

@ Click here to close this webpage.

(@ Continue to this website %recommended).)

® More information

3. Select Continue to this website....The Login pageears.
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4. Login with the username and password receiveehisil.



5. A prompt appears to install the “kvm.net cliedtess Install.
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7. When you select a KVM over IP device, anotherdeiv opens, see below. You must install
the KVM ActiveX client.



{2 Document - Windows Internet Explorer =10i x| =18,

his wabsite wants ko install the following add-on: ‘kvr.net client’ from Minicom Advanced Systems', TF you brusk the website and the add-on and want to install - X 2 |-

P e -

- i - |bPage v (O Tods - 7
|.!'|\!rg vI

connectedto 216 ;I
Wil connectad to 216
| connected to PX USB

@ Click here to install the follawing Activei cantrol: kvmnet client’ from 'Minicom Advanced Systems'..

wihat's the Risk?
connected to DX Matrix
connetced to DX Matrix

connected to DX Matrix
connected to Tripp Lite

IPC with Tripp Lite

CentOS Router SSH Access
CentOs Server VNC
Windows NT4 Virtual Machin
Windows 2003 Server Vinua

admin | admin

= admin | access
A | demo | access

8. Finally, you will have a KVM over IP session one of the demo servers. Control and operate
the remote server as if it was in front of you.
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If you want to disconnect from the session, clioi black monitor on the toolbar, see below.

Disconnect Remote Session

KVM.net Il has built-in support fovarious & party Access Services ™ such as VNC, SSH, VMware
or RDP. These applications must be installed irr ptigent computer in order to access them.



To control a server running teNC server requires installing VNC client free editidawer, which
can be downloaded frohitp://www.realvnc.com/products/download.html

To operate th&SH Access Service™ from KVM.net® Il, download the RiYTsoftware from
http://www.chiark.greenend.org.uk/~sgtatham/putiwdload.html
or from Minicom:http://support.minicom.com/KVMnet/Tools/putty.exe

To connect to a virtual server download and instedlVMware VMRC application. Download the
VMware VMRC application for Windows from:
http://support.minicom.com/KVMnet/Tools/VMwareVMRéxe




In the KVM.net Il demo you will find the following servers and applications:

Server 1 and Server 2- two servers connected to the multi-user KVM slvimart 216 IP.
Here, two different users can operate two theseesesimultaneously.

Mail server — server connected to single port KVM IP gateway

Production server —server connected to the DX Matrix KVM switch

Cisco Router —router, which managed by RS 232 protocol; also eotatto the DX Matrix
KVM Switch

Linux server —server with Linux OS, connected to the DX Matrix K\switch

BIOS Computer andWeb Server —two servers connected to a legacy KVM switch, which
operates via Minicom’s Smart IP Access

You can also reach other network assets from thne saterface.

Access services:

] et e .
57 Lentos Router - opens SSH session to CentOS Router

On first connection you will be asked for the lacatof the Putty software, browse to find it
2%
Look in: I.'_j ty Documents LI - i O EEE

_ﬁMy Music

ﬂl‘ﬂy Fictures

__IPDF files
ity

scription: 55H, Telnet and Rlogin client
Company: Simon Tatham
File: Wersion: 0.60.0.0
Date Created; 16/02/2009 12:15
Size: $44 KB

File narne: | ﬂ Open I
Files of tppe; !AII Files [7.5) j Cancel I

7

—lo/x|




™ (=g W .
d Centos server - access to CentOS server via VNC

On first connection you will be asked for the lacatof the VNC viewer; browse to find it.

Now you can access this server via VNC.

Fwindows NTVIL _ gccess to Virtual Machine with Windows NT
On first connection you may be asked for the laratf the VMware Remote Console; browse to
find it.

Now you can access to Virtual Machine with Winddwe.



- access to Virtual Machine with Windows 2003 ®&erv

- access to the PDU, which is configured as atardet. Here
you can manage the PDU and control the power se¢ket, Off and Reboot)
The user name and password are both “admin”.



- access to the Windows 2003 Server via RDP

On connection you will see the following messagesP Connect.

Now you can control the server via RDP:

Note! By default the Microsoft RDP ActiveX is disablad\Windows XP SP3. To enable this
control follow the steps outlined in IPA40-1 TecotadiiInformation document
http://support.minicom.com/KVMnet/Docs/IPA40-1.pdf




KVM.net® Il Management overview

Login to the KVM.net Il demo with administrator hitg by typing the username and password you

received by email.
You will be redirected to KVM.net Il web interfagath Administrator rights:

In theManagementsection, you can see the IP devices managed by .K&WMI, such as Smart 216
IP, Smart IP Access, PX USB and DXU IP Il. Also yaan see their status (Online etc.), firmware
versions and a short description of the IP device.

Clicking an IP device takes you to the IP devigemfiguration page:



Click Targetsin the menu to see all existing Targets.

You can create Targets or Target sets and confipera.
If you click a Target name, you go to the Targetsfiguration and access permissions page.
For exampleserver 1, see below



To see, create, change, add, delete Users andjkdsgrs, from the menu clidésers

Access section of KVM.net Il

From the menu cliclhccess The Access page appears showing the individugjetsithe
Administrator is currently allowed to access.

Settings section of the KVM.net I
From the menu cliclsettings.The Settings are divided infgpplications andMaintenance as
explained below.



Applications
Access ServiceLlick Access Services (see above). Click an A&&=svice to go to its configuration

page. You can even create new services for comgatletwork devices like web cameras, printers etc.

KVM Switches. Click KVM Switches (see below) Configuring KVM #tehes is relevant when there
are KVM switches connected to IP devices in théesyor when there are DXU IP Il units in the
system. You must select all the KVM switch typeggitally connected.

In Account Policy you can choose either Local or External Authetitica In Local Authentication

you define password and login complexity levelsteixal Authentication interfaces with the
organizational Active Directory server for uset Immportation.

In Local Authentication mode the administrator ¢éesaUsers and Groups and assigns permissions via
the KVM.net Il interface. In External Authenticationode the authentication performed in Active
Directory. You import Users and Groups from thei¥eDirectory.

In Global Settings you can change the idle timeout period and segjlobal parameters, such as idle
timeout orthe maximum number of items — Targets, Groups étcappear on one page.



Maintenance

Maintenanceincludes the following:
Backup & Restore- You can set up an automatic backup schedulthéoKVM.net Il database.
Restore Settings restores the KVM.net Il Manager to its factoefallt settings.

Firmware Upgrade - through the KVM.net Il Manager an Administratan upgrade the firmware of
the KVM.net Il Manager and all connected IP devices

Replication - you can add a secondary KVM.net Il unit to thstem. The primary unit then replicates
all data to the secondary unit. In the event ofi@ary unit failure, the secondary unit can takerov
and operate with the most up to date database.

Event Log - you can view an event log of all system activity

Unit Maintenance - here you can set the server date and time, mietwarameters and power control
of the KVM.net Il Manager

For a full explanation of the KVM.net Il system yoan read the user guide, which can be downloaded
here:http://www.minicom.com/support/net2userguide.pdf

Also on our websitéttp://www.minicom.com/phandlp.htyou can find different KVM.net Il

documents and movies showing you how to confignteaperate the system.

Below are links to the KVM.net Il Video Tutorial ihlanguages:

http://support.minicom.com/KVMnet/Docs/KVM.net_Ilidleo Tutorial Chinese 20080704.exe
http://support.minicom.com/KVMnet/Docs/KVM.net 1l ideo Tutorial English 20080523.exe
http://support.minicom.com/KVMnet/Docs/KVM.net 1l idkeo Tutorial French 20080926.exe
http://support.minicom.com/KVMnet/Docs/KVM.net_Ilideo Tutorial German 20080711.exe
http://support.minicom.com/KVMnet/Docs/KVM.net_Ili8leo Tutorial Japanese 20080729.exe
http://support.minicom.com/KVMnet/Docs/KVM.net |l ideo Tutorial Polish 20080914.exe
http://support.minicom.com/KVMnet/Docs/KVM.net_Ilideo Tutorial Russian _20080804.exe




